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Ring as well as star topology deployments. M2404 is a managed Layer 2+/Layer 3 switch for Metro 
Networks, Multi Tenant Units, workgroups and access network applications. It is equipped with 24 
10/100BaseT Ethernet ports, 2 10/100/1000BaseT value added ports and 2 Gigabit uplink ports supporting 
pluggable optics (SFP).  
 
M2404 can be seamlessly deployed as part of an Ethernet in the first mile service. It supports Layer 2 
VPNs through QinQ, as well as a range of Ethernet Private Line/LAN services.  
 
Other advanced features include IGMP snooping, broadcast storm control, MAC address filtering, Virtual 
LAN, Port Security, Voice VLAN and Stacking �V�X�S�S�R�U�W���� �0���������¶�V�� �V�W�D�Q�G�D�U�G�V�� �F�R�P�S�O�L�D�Q�W�� �L�P�S�O�H�P�H�Q�W�D�W�L�R�Q��
ensures interoperability with equipment from other vendors. 
 
M2404 supports standard SNMP and can be managed via any standards based management software. 
For text-based management, M2404 provides Industry Standard CLI via RS232, Telnet and SSHv2. A 
dedicated management Ethernet port is available to separate management traffic from subscriber traffic. 
 
M2404 has optional Power-Over-Ethernet (PoE) support and can provide 48V DC power up to 15Watts via 
all Fast Ethernet Ports. This feature can be used to power VoIP Phones, WiFi Access Points, IP 
surveillance cameras and a range of other devices on an Ethernet network.  
 
All subscriber Fast Ethernet Ports support cable diagnostic s to check for cable shorts, cable length and 
other conditions. Optional K.21 power protection  is available on all subscriber Fast Ethernet Ports. 

Ordering Information  
M2404-FS-A-1 Single PSU, AC Power 

M2404-FS-D-1 Single PSU, DC Power 
M2404-FP-D-1 Single PSU, DC Power, PoE 

* Check for availability 

Optional Features  
Power Over Ethernet 
Layer 3 Support 


