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Interfaces 

 Serial WAN Interface (64 kbps-2 
Mbps) 

 ISDN BRI (64/128 kbps) 

 Dual Ethernet routing ports  

 DSL/Cable Modem Connectivity 

 DMZ deployment 

 IP Address sharing through NAPT 

 Dynamic Routing 

 

Routing Protocols 

 RIPV1, RIPV2 

 Static Routing 

 

 

Internet Access 

 PPP over HDLC conforming to RFC 1662 
on Serial Interfaces 

 ISDN BRI (64/128 kbps) 
 HDLC Encapsulation on Serial Interfaces 
 DSL/Cable/Radio/Satellite through dual 

Ethernet 
 ISDN Dial -up 
 MLPPP over ISDN interface conforming 

to RFC1618 
 Nailed ISDN support for leased line 

connectivity over ISDN 

 
Security Features 

 Standard and Extended Access Control 
list for packet filtering 

 Secured Management access via trusted 
manager list 

The R1722 Enterprise access router based on an advanced DSP design provides 

excellent processing power for wire speed packet forwarding, advanced routing and 
management functions. 

The R1722 ensures high availability by continuously maintaining a primary link and 

activating the backup port in the event of a primary link failure. With features like 
NAPT, Access Control Lists and Demilitarized Zone (DMZ) support, the R1722 can 

replace a combination of Router, Firewall and Proxy server with a single device. 

The R1722 is a versatile router that grows with customer bandwidth and connectivity 
needs. 

SNMP support in the R1722 allows full remote management and configuration of the 

device enabling service providers to remotely configure and monitor all parameters on 

the router. The R1722 can also be managed through a local console and a remote console 
via Telnet. 

 

 

 

 
 



Hardware Specifications 

 ADI BlackFin DSP Processor 
 64 MB RAM 
 16 MB Flash Memory 

 One Serial WAN Interface 
 V3.5 (64 kbps-2.048 Mbps) 

OR 

 G.703 Fractional E1 

 2 x Ethernet Ports 10/100 BaseT 
 ISDN-BRI S/T Interface (Conforming to 

ITU 1.430) 

 RS-232 Interface for local configuration 
and management 

 8W Universal Power Supply operating 
from 85 V to 256 V AC 

 Convention cooling, no forced cooling 

 Compact box 23cm x 14cm x 4cm 
 Power on Self Test 

 

Demilitarized Zone (DMZ) 

 2 x Ethernet Ports with full routing. 
 One port can be connected to the 

enterprise LAN and the other to the 
demilitarized zone housing Web and E-
mail servers 

 

Backup Dial-up Port 

 ISDN BRI Dial-up Port for automatic fail 
over to Internet/Corporate network 
(Ethernet/Serial Interface) 

 

IP Addressing  

 IP Address sharing feature (through 
NAPT) enables multiple computers on a 
LAN to access the Internet with a single 
IP address 

 Dynamic distribution of IP address 
through  

 DHCP on the enterprise LAN 
 

 

Management 

 Local Console and Remote Console via 
Telnet 

 Industry Standard CLI 
 SNMPv1 and SNMPv2 supporting 

standard and Proprietary MIBs 

 Flash EEPROM for easy software upgrade 
 Local and Remote software upgrade 

through TFTP 

 System log for critical event logging and 
diagnostics 

 Remote Reboot 
 

 

Optional Features 

 IPSec Support 
 GRE (4 tunnels) 

 Encryption DES, 3DES & AES 
 VLAN Tagging of Ethernet Packets 

 Model* Ethernet ISDN-BRI V.35 G.703 

R1722 VI 2 1 1 0 

R1722 GI 2 1 0 1 

R1722 V 2 0 1 0 

R1722 G 2 0 0 1 

R1722 E 2 0 0 0 

Metal Enclousure is available.  Check for Plastic Enclosure availability.  *Check for availability. 
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